





SIDEWALK INSTALLATION DETAILS

This section of the Master Plan identifies construction specifications for sidewalk
installations within the designated areas. Prior to any sidewalk construction, a sidewalk
installation plan should be submitted to the Town’s Highway and Planning Departments
in order to review and approve the design of a proposal. The Town has established the
following design criteria:

WIDTH Five (5) feet —In areas of general residential use.

Six (6) feet  — In areas of high pedestrian concentration and
commercial districts.

CURBING AND It is Westford’s preference to preserve the desired rural

DEMARCATION character of our community by avoiding the use of curbing
whenever possible. This can be accomplished by setting
walkways ten (10) feet or greater from the edge of roadway
pavement or utilizing appropriately sized stone walls as a
means of demarcating roadway pavement from sidewalk. It is
also the Town’s preference to meander sidewalks naturally in
association with existing vegetation and topography.

INSTALLATION The order of preferred sidewalk installation is as follows,

PREFERENCES which reflects guideline construction standards along major
and secondary streets, ultimately dependent upon traffic
volume:

PREFERENCE 1 No curbing — sidewalks set greater than ten (10) feet back

from roadway pavement and meandering naturally in
association with existing vegetation and topography.

PREFERENCE 2 Demarcation — utilization of stone walls, 24 to 36 inches in
height and composed of dry laid fieldstones, for areas of
sidewalk set less than ten (10) feet but greater than five (5)
feet back from roadway pavement.

PREFERENCE 3 Curbing — utilization of sloped-granite curbing for areas of
sidewalk set less than ten (10) feet but greater than five (5)
feet back from roadway pavement.

PREFERENCE 4 Curbing — utilization of vertical granite curbing for areas of
sidewalk set less than ten (10) feet but greater than three (3)
feet back from roadway pavement.

LEAST DESIRABLE Curbing — utilization of vertical granite curbing with attached
sidewalk (except where necessary for handicap purposes and
in association with an approved commercial site plan design).
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CAPE COD ASPHALT BERM
SCALE: 1" = 1'-07

A:  HIGHWAY CROSSING
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B: SITE DRIVEWAY

CROSSWALK MARKINGS A + B
SCALE: NTS.

VERTICAL GRANITE CURB
SCALE: 1" = 1'-0"

CURB CUT AND RAMP
SCALE: N.TS.

SLOPED GRANITE CURB
SCALE: 1°=1'-0"
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BITUMINOUS CONCRETE PAVEMENT
SCALE: N.TS.

CURB CUT AND RAMP
SCALE: NTS.
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